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GUIDELINES FOR HUDSON JETS

PARTS AND SPECS.

These are guidelines gathered from various sources – verify the information before
using.

PARTS

 Spark Plugs = H-10 Champion (Gap .032)

 Points = Borg Warner I-85, GP 9305AS - Echlin CS 719P or CS 719A, IGS 2224R5 Gap-.020

 Condenser = Echlin AL868, Borg Warner G136, GP ALC72S.

 Coil Assy = NAPA 1C7, Filco UC102, GP GC200 , or GC88, Valley Forge GC40X

 Rotor = NAPA AL112, Borg Warner D133, Surekit D133, Prestolite 4-2(IAT-1016A) 4LcQ

 Fan Belt = Gates 8210 or match yours up at store? 8210 is hard to install!!! Also 308077.

 Distributor Cap = NAPA AL106, Borg Warner C143, Standard AL138, Autolite AIT-33

 Distributor Type = IAT 4016 (taken from an original Distr.)

 Valves (Original) = Intake Part #308163, Exhaust Part # 308164 both 1.078 Head Dia.

o Some Ford 302 V-8 Valves can be used. Measure head and shaft dia. length & keeper slots
before using.

 Valve seats = should be able to adapt 1974 & later Ford 302 V8 seats??

 Voltage Regulators = (orig.type) Part #VBE 6104 AIH. Note: NAPA & other parts stores can match up for
Autolite or GGV Generators.

 Dimmer Switch = NAPA Echlin DS102 or DS 133 ($25). Note: Modify terminal ends to connect

 Oil Pressure switch (sending unit) = NAPA Echlin OP 6415, Stewart Warner D364L

 Shock Absorbers = Old Stock NAPA (if you can find) Front 1126 Regal Ride, Rear 1128 Regal Ride, Call
Antique Car Cellar, S.Weymouth, Ma. 617(or 508) 335-8909 for a current part or HET Club WTN News.

o Monroe 31176 (F); Monroe 31125 (R)

 Master Cylinder = (Wagner Lockheed) Casting number is F2796, MC2796, etc.

o Raybestos, or Neihof-K2796 or FE 2693 (same as 61-66 Jeep Dispatcher)

 Master Cyl. Repair Kits = NAPA 137, Raybestos MK 137, Neihof K11300, other #'s you may see at flea
markets = F106471 etc. Read boxes!

 Wheel Front Brake Cyl Rebuild Kit - Wagner Lockheed #F71670

 Wheel Brake Cyl Front - Wagner Lockheed 1 1/8 bore - Left side #F15427 Right side #F15428

 Wheel seals Front inner/outer - Victor Seals 49466 and 134-9466

 Wheel Brake Cyl Rear - Wagner Lockheed 15/16 bore - NAPA United # 36028 - Rebuild kit's NAPA #250
or Wagner #F13677

 Front Wheel Cylinders = (Wagner Lockheed) = 1-1/8 inch diameter .Part # Wagner

o LEFT-(F15427 Cyl.) Kit-F71670

o RIGHT-(F15428 Cyl.) Kit-same or call Antique Car Cellar above.

 Rear Wheel Cylinders = Wagner Lockheed) 15/16 in. diameter NAPA United 36028

o Kits = NAPA #250, Wagner-F13677 (15/16 Wagner)
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o Or Call Antique Car Cellar as above.

 Wiper Drive RH Side – Ext. Cable Housing & Idler Cable Assy – Trico G81352-4C

 Starter Drive – (Ratchet Type) “Accurate” PN 4-551, Ace also supplies rebuilds – Note: PN on Assy is
480332 L9.

 Wheel Cylinders; Understand that front & rear cylinders can be interchanged by redrilling backing plate.
The trade-off is to go to front size (1 1/8th inch) or go to rear size (15/16th inch) on all four wheels (if
indeed you can?)

 Note: It is said that wheel cylinders are same as 56-60 Jeep DJ3 Dispatcher & 52-63 Willys (some).

 Brake shoes Front = 9” x 2” PN -RS-5l. Rear = same size & part number RS- 51

 Brake hoses= NAPA United Front, 11190, Rear 5784.

 Battery Cables- 71631, 71622 or use any one or two gage wire cable of suitable length for application,
positive ground, neg. to solenoid, solenoid to starter all use 1 gage (order type terminal end you want I.E.
eyes, battery connector, etc.)

 Wheel Bearings - Timken (presumably front bearings?)

o Cone=15125, Cup~ 15245

o Rear wheel bearings = (researching)

 Rear wheel bearings (Bower, Timken, BCA) = 15125 (T)

 Rear wheel bearings Race = 15245

 Timing Chain = Cloytes C-345 (not many around?)

o NAPA, Microtest 9-345 (number is not in current list (could be on the shelf ?)

o TRW TC-339 Recently got one of these in the mail from supplier

 Door Jam Switch = Echlin DS106

 Fuel Pump = Carter Carburetor Corp #MO 658 and others

 Carburetor P/N = See tag on float chamber screw and carb body

o Original P/N should be = WA1 Carter – Tab Reads 2009S, 2009SA

 Water pump = Hudson P/N 308067 Others: Thompson FP 1154, Sealed Power PC 129, McQuay/Norris =
PE 121, Grapo/NAPA CP 302

 Front Engine Mounts = Anchor #2150, Belknap 602-1098

 Rear Motor Mounts = Borg Warner # 31-2215

 Headlight Sealed Beam Unit = Mazda 4030. Westinghouse 6006 (6 Volt-3 prong)

 Sway Bar Link Pins and Bushing Kit = MOOG K5254 (8 inch pins) 7 1/2 in. avail.

 Suspension, Shocks-Tie Rod Ends, Shaft Kits, Etc. "Just Suspension" Towaco, N.J. Ph.201-335-0547

 Water Pumps, Fuel Pumps & O'Haul Kits, suspension parts & other Large Supply Of assorted old car parts.
Antique Auto Cellar, S. Weymouth, Ma. 617 (or 508?)335-8909

 Axel Rear Seal CR 11366 (Chicago Rawhide) or National 18402

 Brake Hose (front) NAPA/United # 11190 (Central Auto Parts #F57819)

 Brake Hose (rear) NAPA/United # 5784

 Brake Shoes (front and rear) 9x2 Part No. RS-51

 Carburetor - Carter 1 carb setup WA1-2009SA - 2 carb setup WA1-2013S
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 Center Pivot steering kit - H675 - Clifford's 909-734-3310

 Coil - Autolite CR-6012A - NAPA 1C7 - Filco UC102 - GP GC200 or GC88 – Valley Forge GC40X

 Dimmer Switch - NAPA Echlin DS102

 Distributor Cap - NAPA AL106 - BorgWarner C143 - Standard A1138 - Autolite AIT-33

 Distributor Type (from original) IAT 4016

 Door Jam Switch - Echlin DS106

 Fuel Pump: Carter #MO658 or M729SZ (fuel only)

 Generator - Auto-Lite GGW-4802S

 Headlight Switch - NAPA HL6362 (ECH)

 Ign Switch - 956-4704 (CHH) - Bailey Motors 800-394-8134

 Ign system parts: Plugs H10 Champion - Points BorgWarner I-85, Gp9305AS - Echlin CS719P or A - IGS
2224R5

 Master Cyl - Wagner Lockheed cast # F2796, MC2796 etc. - Raybestos FE2693 or Neihof K2796 (same as
61-66 Jeep Dispatcher)

 Master Cyl Rebuild kit - From Clifford's or - NAPA 137 or Raybestos MK137 or Neihof K11300

 Mount Engine (front) - Anchor #2150 or Belknap #602-1098

 Mount Engine (rear) - BorgWarner #31-2215

 Oil Pressure Switch - NAPA Echlin OP 6415 or Stewart Warner D364L

 Pinion Seal CR 15788 (Chicago Rawhide) From Automotive One - National #5778

 Rotor - NAPA AL112 - BorgWarner D133 - Surekit D133 - Prestolite 4-2 (IAT-1016a)

 Shocks (rear) Monroe # 5601024 - NAPA Regal Ride 1128 - Central Auto Parts (EA 31125) 407-422-9851

 Shocks (front) NAPA Regal Ride 1126

 Starters - Auto-Lite (w/hydra.trans) MZ-4172

 Stoplight Switch - Wells F4805 - Discount Auto Parts

 Swaybar Link Pins and Bushing kits - MOOG #K5254 (8in pins) 7 1/2 pins available

 Tie-Rod Ends - NAPA/Allied - 5191L / 5191R

 Timing Chain: Cloytes C-345 or NAPA Microtest 9-345 or TRW #TC 339

 Upper Knuckle Support Pin Assy - McQuay-Norris # FA-194 Rare Parts (800) 621-2005 (#MNFA194) (jet
suspension parts)

 Upper Knuckle Support Pin Assy PT# RP16986 (16986-2H52) - Just Suspension - (973) 808-0066

 Upper Inner Control Arm Shafts - MOOG #K35

 Voltage Reg - (orig. type) #VBE-6104AIH - Autolite VBE-6101A

 Water Pump: Thompson # FP1154 or SealedPower #PC129 or McQuay/Norris # PE121 or Grapo/NAPA #
CP302 (Org. Hudson # 308067)

 Wheel Bearings (front) - Timkin: Cone 15125 Cup 15245

 Windshield (new) DW309CLN from Lo-Can Glass Int. 1-800-345-9595



Page 4 of 4

 SPECIFICATIONS

 Water (cooling sys.) capacity = 16 quarts w/heater (Note: 8 3/4 Qts. anti freeze for -30o protection.)

 Gas Tank Capacity = 15 Gallons

 Oi1 Capacity: 5 qts. Refill; 5 ½ qts. - Dry (check after 1st run with filter) SAE 30.

 Xmission (SAE 90) without overdrive (std xmission) 1 1/2 pints.

 Rear axle differential (SAE 90) 2 1/2 pint--?; (change every 10,000 mi.)

 Rear End Ratios-Identification = See-I.D. tag on diff. cover bolts as follows:

Code 41/10 = 4.10 to 1 ratio

47/-11 = 4.27 to 1 ratio

46/13 = 3.54 to 1 ratio

43/13 = 3.31 to 1 ratio

 Most-common Std. xmission ratios = Std. Ratio = 4.10 to 1

Optional = 4.27 to 1

Optional = 3.31 to 1

 Following-ratios are optiona1 with overdrive installed =

Std Ratio = 4.27 to 1

Opt. = 4.10 to 1

Opt. = 3.54 to 1

Opt. = 3.31 to 1

 So, it appears that if one wanted to install an overdrive, all available optional ratios are OK to use.

 Tire- Pressures = Front-24, Rear-22

 Tire Sizes-5:90 x 15, 6:40 x 15 are normal sizes

Note: Many use 6:70 x-15 tires but you cannot install wheel "fender skirts" with the 6:70 x 15 tires.
The left one will go on but the right one will not.

 Timing = UDC (dead ctr.) at pointer and timing mark on front dampener pulley. Should "ping" slightly
accelerating from slow speed in high gear.

 Firing Order = 1-5-3-6-2-4

 Idle speed = with engine warm & choke open, std. shift cars 550 RPM, with A/T 650.

 Compression Values = warm eng. 100 PSI plus if valves & rings are good and valves are not too tight. (10
PSI spread is max. recommended.)

 Compression Ratio = 7:1 with cast Iron Head, 8:1 plus with aluminum heads

 Valve lash: Hot Engine Int. .010, Exhaust .012 Cold Engine: Int. .012, Exh. .016

 Head bolts Torque = Cast Iron or Aluminum heads = 75-80 foot lbs. Torque cold, then after warm-up and
again when completely cooled down

 Oil Pressure = Minimum 40 PSI


